RICHARD JAY

The Laundry Solutions Company®

Shock Absorbtion  Stainless Steel Drum  Automatic Dosing System
System




mToucimPad control system, automatic, safe, reliable and anti shock design.

mSingteadoor structure with convenient tilting unloading.
mFulty®mnclosed with rear drainage operation.

mEnvirmnmentally friendly design aiding in correct OHS operation.

mStainiess Steel drum and case, both stain resistant and long lasting durability.

mOn gming support with Richard Jay’s After Sales Department.

mFuliSmrvice, Spare Parts and Preventative Maintenance Contracts available.

RICHARD JAY

Overseas model shown for illustration purposes.
Actual model may vary in design / specifications.
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Call 1300 RICHARD ( 742 427)
email care@richadjay.com.au RJI200T

The Laundry Solutions Company®

' 100 % Australian Owned National Company. Established 1969.
Richard s ACT |[NSW |NT | QLD | A | VIC | WA www.richardjay.com.au

specifications

MODEL RJ200
Capacity Unit
Load Capacity kg
Drum Dimensions DxL
Drum Volume It
Motor

Frequency Controlled kw
Drum

Wash Speed rpm
Balance Speed rpm
Spin Speed rpm

G Factor

Stainless Steel AlSI 304
Programmer

Fully Programmable microprocessor
Quantity Programmable

Cabine

Stainless Steel AISI 304
Unloading Tilt Angle

Door Opening Height

Door Opening Height ( Tilted )

Satty Fixing

4 x Spatec Bolts mm
Heaing

Connections

Electrical

Hard Wired 3x415v + N 50Hz amp
Water

Water Inlets (1 hot /1 cold) mm
Water Pressure required bar
Approx. Water Consumption It
Drainage

Outlet Pipe mm
Steam

Steam Inlet mm
Steam pressure bar
Steam Consumption kg
Compessed Air

Air Inlet mm
Air Pressure bar
Air Consumption per min.
Dimensions

HxW XD mm
Net Weight kg

Specificéion
200

1600 x 1100
2200

30

25

52

290/360, 470, 580, 650
379

Standard

Standard
40

Standard
15 Degrees
860*

790*

15
Steam

100

50
2-3
2400

2x114

40
4-6
85

10
4-6
0.13

2500 x 2250 x 2240
6500
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