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CDT29MSORS TITAN - MANUAL, COIN OR CASHLESS OPERATION

13.6 KG

Front Load Commercial Dryer

•	 Large transparent reversible door for a better customer 
experience

•	 4 x Roller support drum for low maintenance

•	 Gas or electric heat options

•	 Available in coin or cashless payment options

•	 Low parts costs for lowest total cost of ownership

F E AT U R E S
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SPECIFICATION SPECIFICATION26 27

Front Side

(1,036mm)(1,036mm)

(737mm)(25mm) (25mm)

(1,370mm)

(814mm)(582mm) (100mm)(814mm)(100mm)(814mm)

TITAN C WASHER

*Dimensions and weights are approximate.    *Design, features, and specifications subject to change without notice.   
*Some models may not be available for sale in certain countries.    *Model name may vary by country 
*Energy Course available   

    level because our product measure the water level frequency. 

Non-Heater Heater

CYLINDER
Drum Volume
Diameter
Depth
DIMENSIONS

in
mm

With Door Open
in

mm

SPEED0)

Wash RPM
RPM 1,000 1,000

G-force G
RATING0)

Electric Ratings 

 -

 

*CONSUMPTION INDEX0)2)

Water

Electricity

NOISE & CYCLE TIME
dB

min ℃ 
SYSTEM & CONTROL
Inverter Direct Drive Motor O O

Heating Element -

Drain System BLDC BLDC
Emergency Stop Button
Auto Dosing Interface O O
Gyro Sensor O O
Damper 4 Friction Dampers 4 Friction Dampers
PROGRAMS0)

Program List

Hot*
Warm*
Cold*

Delicates* Cold

* Custom PGM

EXTERNAL FINISH
Drum Stainless Steel Stainless Steel
CIRCUIT PROTECTION
PCB Fuse - Main Control Board amps
PCB Fuse- Filter Assembly amps 15 15

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

Weather 
Hood Type

Number of 
90° 

Elbows

Maximum 
length of

diameter 
rigid metal duct

Maximum 
length of

diameter

0  feet 45 feet 

1 55 feet  feet 

2  feet  feet 

 feet 25 feet 

4  feet 20 feet 

0 55 feet  feet 

1  feet  feet 

2 41 feet 21 feet 

 feet  feet 

4 22 feet 15 feet 

Recommended

Use Only for 
Short Run
Installations

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

TITAN C DRYER

Front Side Stacked Installation

Washer & Dryer Dryer & Dryer

(737mm)(0mm) (0mm)

(1,022mm)(1,022mm)

14” max
(356mm)

(810mm)  (25mm)

(457.2mm)

(504mm)

(2,040 mm) (2,040 mm)

*Dimensions and weights are approximate.    *Design, features, and specifications subject to change without notice.
*Some models may not be available for sale in certain countries.    *Model name may vary by country

Gas Electricity

CYLINDER
Drum Volume
Diameter
Depth
DIMENSIONS

in
mm

With Door Open
in

mm

RATING0)

Electric Ratings 

-

CONSUMPTION INDEX0)

Electricity kW
SYSTEM & CONTROL
Heating Type Electric
Type of Drying Ventilation Ventilation
Air Flow CFM 210 210
Gas Ratings -
Motor kW

Program Duratin in Minutes min 40 40

CONNECTIONS
Air Outlet Diameter
Exhaust Airflow Diameter
PROGRAMS

Program List

High Temp High Temp
Med Temp Med Temp
Low Temp Low Temp
No Heat No Heat

EXTERNAL FINISH
Drum Stainless Steel Stainless Steel

2120SPECIFICATION SPECIFICATION26 27

Front Side

(1,036mm)(1,036mm)

(737mm)(25mm) (25mm)

(1,370mm)

(814mm)(582mm) (100mm)(814mm)(100mm)(814mm)

TITAN C WASHER

*Dimensions and weights are approximate.    *Design, features, and specifications subject to change without notice.   
*Some models may not be available for sale in certain countries.    *Model name may vary by country 
*Energy Course available   

    level because our product measure the water level frequency. 

Non-Heater Heater

CYLINDER
Drum Volume
Diameter
Depth
DIMENSIONS

in
mm

With Door Open
in

mm

SPEED0)

Wash RPM
RPM 1,000 1,000

G-force G
RATING0)

Electric Ratings 

 -

 

*CONSUMPTION INDEX0)2)

Water

Electricity

NOISE & CYCLE TIME
dB

min ℃ 
SYSTEM & CONTROL
Inverter Direct Drive Motor O O

Heating Element -

Drain System BLDC BLDC
Emergency Stop Button
Auto Dosing Interface O O
Gyro Sensor O O
Damper 4 Friction Dampers 4 Friction Dampers
PROGRAMS0)

Program List

Hot*
Warm*
Cold*

Delicates* Cold

* Custom PGM

EXTERNAL FINISH
Drum Stainless Steel Stainless Steel
CIRCUIT PROTECTION
PCB Fuse - Main Control Board amps
PCB Fuse- Filter Assembly amps 15 15

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

Weather 
Hood Type

Number of 
90° 

Elbows

Maximum 
length of

diameter 
rigid metal duct

Maximum 
length of

diameter

0  feet 45 feet 

1 55 feet  feet 

2  feet  feet 

 feet 25 feet 

4  feet 20 feet 

0 55 feet  feet 

1  feet  feet 

2 41 feet 21 feet 

 feet  feet 

4 22 feet 15 feet 

Recommended

Use Only for 
Short Run
Installations

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

TITAN C DRYER

Front Side Stacked Installation

Washer & Dryer Dryer & Dryer

(737mm)(0mm) (0mm)

(1,022mm)(1,022mm)

14” max
(356mm)

(810mm)  (25mm)

(457.2mm)

(504mm)

(2,040 mm) (2,040 mm)

*Dimensions and weights are approximate.    *Design, features, and specifications subject to change without notice.
*Some models may not be available for sale in certain countries.    *Model name may vary by country

Gas Electricity

CYLINDER
Drum Volume
Diameter
Depth
DIMENSIONS

in
mm

With Door Open
in

mm

RATING0)

Electric Ratings 

-

CONSUMPTION INDEX0)

Electricity kW
SYSTEM & CONTROL
Heating Type Electric
Type of Drying Ventilation Ventilation
Air Flow CFM 210 210
Gas Ratings -
Motor kW

Program Duratin in Minutes min 40 40

CONNECTIONS
Air Outlet Diameter
Exhaust Airflow Diameter
PROGRAMS

Program List

High Temp High Temp
Med Temp Med Temp
Low Temp Low Temp
No Heat No Heat

EXTERNAL FINISH
Drum Stainless Steel Stainless Steel
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Front Side

(1,036mm)(1,036mm)

(737mm)(25mm) (25mm)

(1,370mm)

(814mm)(582mm) (100mm)(814mm)(100mm)(814mm)

TITAN C WASHER

*Dimensions and weights are approximate.    *Design, features, and specifications subject to change without notice.   
*Some models may not be available for sale in certain countries.    *Model name may vary by country 
*Energy Course available   

    level because our product measure the water level frequency. 

Non-Heater Heater

CYLINDER
Drum Volume
Diameter
Depth
DIMENSIONS

in
mm

With Door Open
in

mm

SPEED0)

Wash RPM
RPM 1,000 1,000

G-force G
RATING0)

Electric Ratings 

 -

 

*CONSUMPTION INDEX0)2)

Water

Electricity

NOISE & CYCLE TIME
dB

min ℃ 
SYSTEM & CONTROL
Inverter Direct Drive Motor O O

Heating Element -

Drain System BLDC BLDC
Emergency Stop Button
Auto Dosing Interface O O
Gyro Sensor O O
Damper 4 Friction Dampers 4 Friction Dampers
PROGRAMS0)

Program List

Hot*
Warm*
Cold*

Delicates* Cold

* Custom PGM

EXTERNAL FINISH
Drum Stainless Steel Stainless Steel
CIRCUIT PROTECTION
PCB Fuse - Main Control Board amps
PCB Fuse- Filter Assembly amps 15 15

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

Weather 
Hood Type

Number of 
90° 

Elbows

Maximum 
length of

diameter 
rigid metal duct

Maximum 
length of

diameter

0  feet 45 feet 

1 55 feet  feet 

2  feet  feet 

 feet 25 feet 

4  feet 20 feet 

0 55 feet  feet 

1  feet  feet 

2 41 feet 21 feet 

 feet  feet 

4 22 feet 15 feet 

Recommended

Use Only for 
Short Run
Installations

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

Recommended

Use Only for Short Run
Installations

0
1
2
3
4
0
1

2
3
4

65 feet (19.8 m)
55 feet (16.8 m)
47 feet (14.3 m)
36 feet (11.0 m)
28 feet (8.5 m)

45 feet (13.7 m)
35 feet (10.7 m)
30 feet (9.1 m)
25 feet (7.6 m)
20 feet (6.1 m)

55 feet (16.8 m)
47 feet (14.3 m)
41 feet (12.5 m)
30 feet (9.1 m)
22 feet (6.7 m)

35 feet (10.7 m)
27 feet (8.2 m)
21 feet (6.4 m)
17 feet (5.2 m)
15 feet (4.5 m)

2-1/2”
(6.35cm)

4”
(10.2cm)

4”
(10.2cm)

TITAN C DRYER

Front Side Stacked Installation

Washer & Dryer Dryer & Dryer

(737mm)(0mm) (0mm)

(1,022mm)(1,022mm)

14” max
(356mm)

(810mm)  (25mm)

(457.2mm)

(504mm)

(2,040 mm) (2,040 mm)

*Dimensions and weights are approximate.    *Design, features, and specifications subject to change without notice.
*Some models may not be available for sale in certain countries.    *Model name may vary by country

Gas Electricity

CYLINDER
Drum Volume
Diameter
Depth
DIMENSIONS

in
mm

With Door Open
in

mm

RATING0)

Electric Ratings 

-

CONSUMPTION INDEX0)

Electricity kW
SYSTEM & CONTROL
Heating Type Electric
Type of Drying Ventilation Ventilation
Air Flow CFM 210 210
Gas Ratings -
Motor kW

Program Duratin in Minutes min 40 40

CONNECTIONS
Air Outlet Diameter
Exhaust Airflow Diameter
PROGRAMS

Program List

High Temp High Temp
Med Temp Med Temp
Low Temp Low Temp
No Heat No Heat

EXTERNAL FINISH
Drum Stainless Steel Stainless Steel

2120

GAS ELECTRIC

CYLINDER

Drum Volume 254L 254L

Diameter 716 mm 716 mm

Depth 614 mm 614 mm

Capacity 13.6 kg 13.6 kg

DIMENSIONS

Height 1022 mm 1022 mm

Width 737 mm 737 mm

Depth 810 mm 810 mm

Door Opening 1350 mm 1350 mm

Weight (net / gross) 68.2 kg 68.2 kg

ENERGY

Dryer Motor 0.35 kw 0.35 kw

Gas Ratings 7.4 kw / 25,000 btu

Heating Element (Electric) - 5.4 kW

Electric Ratings V/Hz/A 220-240/50/2.4 220-240/50/22.5

NOISE & CYCLE TIME

Noise Level < 62 dB < 64 dB

Default Programme Duration 40 min 40 min

EXTERNAL FINISH AND EXHAUST

Drum Stainless Steel Stainless Steel

Top Plate - -

Exhaust Airflow Diameter 100 mm 100 mm

POWER CONNECTION

Power source 230V, 10 amp 230V, 30 amp

CDT29MSORS TITAN - MANUAL, COIN OR CASHLESS OPERATION

13.6 KG

Front

Front Load Commercial Dryer

Side Stacked Installation

2,060mm 2,060mm


