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TTD 40 · 60 · 110 

40 KG · 60 KG · 110 KG

Tumble Dryers

•	 Large sliding door for easy loading & offloading

•	 Stainless steel drum for long life

•	 Reversing drum for efficient drying

•	 Large removable stainless steel lint filter with window for 
visual management

•	 Status light

•	 Fully insulated energy saving drum

•	 Inverter drive standard

F E AT U R E S
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TTD 40 TTD 60 TTD 110

Dry Load 40 kg 60 kg 110 kg

Performance 68 kg/h 102 kg/h 165 kg/h

Evaporation (Gas | Steam | Electric) 40 l/h | 34 l/h | 29 l/h 62 l/h | 53 l/h |  45 l/h 107 l/h | 92 l/h |  -

Cycle Time (Gas) 30 - 35 min 30 - 35 min 40 min

Cycle Time (Steam) 35 - 40 min 35 - 40 min 36 - 40 min

Cycle Time (Electric) 40 - 45 min 40 - 45 min -

DRUM

Diameter 1230 mm 1230 mm 1362 mm

Depth 680 mm 957 mm 1620 mm

Volume 808 L 1137 L 2360 L

DOOR

Door Opening 715 mm 715 mm 885 mm

HEATING

Electric 36 kw 45 kw -

Steam (6 bar | 12 bar) 45 kw | 50 kw 50 kw | 60 kw 120 kw | 135 kw

Gas Burner 199 MJ 256 MJ 541 MJ

ELECTRIC

Drum Motor Power 1,1 kw 1,1 kw 5,5 kw

Fan Motor Power (Electric | Steam/Gas) 2,2 kw | 3 kw 2,2 kw | 3 kw 7,5 kw | 7,5 kw

Electric Consumption (Electric 1 2 | Steam/Gas1 ) 39 kw/h | 1,15 kw/h 48 kw/h | 1,25 kw/h - | 8kw/h

STEAM

Steam Valve Connection Ø 1”” DN-BSP 1” DN-BSP 2” DN-BSP

Steam Condenser Ø 1” DN-BSP 1” DN-BSP 1” DN-BSP

Steam Pressure kPa (6 bar | 12 bar) 400-600 | 1000 - 1200 400-600 | 1000 - 1200 400-600 | 1000 - 1200

Steam Consumption1 80 kg/cycle 120 kg/cycle 180 kg/cycle

GAS

Gas Connection Ø ½” DN-BSP ½” DN-BSP ½” DN-BSP

Gas Consumption (per hr) ¹ (Natural | LPG) 199 MJ | 210 MJ 256 MJ | 271 MJ 541 MJ | 583 MJ

Gas Consumption (per cycle) ¹ (Natural | LPG) 104 MJ | 109 MJ 132 MJ | 139 MJ 335 MJ | 342 MJ

AIR

Air Connection Ø 8 mm 8 mm 10 mm

Air Consumption 60 l/min 60 l/min 120 l/min

Air Pressure 6 - 8 bar 6 - 8 bar 6 - 8 bar

SPRINKLER DATA

Water Connection Ø ¾” BSP ¾” BSP ¾” BSP

Water Pressure 2-4 mbar 2-4 mbar 2-4 mbar

Water Flow Capacity (min.) 1000 l/h 1000 l/h 1000 l/h

TTD 40 · 60 · 110

40 KG · 60 KG · 110 KG

Tumble Dryers

1 Consumption figures with 100% cotton and 50% initial moisture dried to 0%  
2 Measured on 400V
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EXHAUST DATA TTD 40 TTD 60 TTD 110

Exhaust Connection Ø 200 mm 200 mm 300 mm

Airflow (Electric | Steam/Gas) 2500 m3/h | 2750 m3/h 2600 m3/h| 2800 m3/h - | 5000 m3/h

UNPACKED DIMESNSIONS (WxDxH)

Standard Electric 1416 x 1528 x 2191 mm 1416 x 1803 x 2191 mm -

Standard Steam 1416 x 1528 x 2376 mm 1416 x 1803 x 2376 mm 1580 x 2730 x 2700 mm

Standard Gas 1416 x 1528 x 2229 mm 1416 x 1803 x 2229 mm 1580 x 2730 x 2500 mm

WEIGHT

Net Weight Electric 615 kg 665 kg -

Net Weight Steam 690 kg 730 kg 2075 kg

Net Weight Gas 665 kg 705 kg 1840 kg

SOUND PRESSURE

Sound level < 63,7 db(A) < 63,7 db(A) < 63,7 db(A)

TTD 40 · 60 · 110

40 KG · 60 KG · 110 KG

Tumble Dryers

1 Consumption figures with 100% cotton and 50% initial moisture dried to 0%  
2 Measured on 400V

TOLON reserves the right to make changes to the machines and the specifications in this datasheet at any time, without prior notice. Details and photographs are 
only for informational purposes and are never binding.


